CAT. No. UNIVERSAL [UL, CSA, VDE, CCC APPROVED] 10 AMPERE 250 VOLT, IEC 60320 C—14 POWER SUPPLY CORD,

98276 STRIPPED ENDS, 2 POLE—3 WIRE GROUNDING [2P+E], 17/3 AWG, SJTO, 105°C, 2.5 METERS [8FT—2IN] [98”]
LONG. BLACK.

APPROVALS c(uL)us ¥|enec o5 | vDE F|kEMA F|IMQ X]sAA @]cce (CHINA) ]

CERTIFICATIONS REACH ' |ROHS I|RoOHS2[H |ROHS 3| CE ]

STANDARDS IEC 60320 C—14&|Ho5W—F 4]|sJT0 ]

SPECIFICATIONS: RELATED POWER CORDS:

1. OVERALL LENGTH: 2.5 METERS (8FT—2IN)

2. CONDUCTORS: 1.0 mm x 3 (17 AWG x 3) ggmzéwQ—G—Nﬂ #EEA%ITER

3. JACKET: HOSW~—F (SJTO), 105°C, BLACK 98280 2 METERS

4. PLUG: IEC 60320 C—14, STRAIGHT, BLACK 98276 2.5 METERS

5. CONNECTOR: NONE 98290 3 METERS

6. RATED: 10 AMPERE 250 VOLT 98292 3.66 METERS
98295 5 METERS

2.5 METERS (8FT—2IN)

50.8 [2.0"]—
OUTER JACKET REMOVED

DR E I it =

6.4 mm (0.250" REF.)
INSULATION REMOVED
TYPICAL — 3 PLACES

N

IEC 60320 C—14
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